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Invest in Quality DG-Series

Demolition, Sorting, Loading, Handling.
The NPK DG-series is the best and most reliable solution for demolition, dismantling, loading, 
sorting and recycling applications. The arms are completely made of wear resistant Hardox® 
steel. The stiff construction of the frame guarantees the best quality and a long life. 
With many available options, the grabs can be perfectly tuned according to jobsite conditions. 
Ribs or perforated plate for demolition or sorting; double motor for more rotation torque; sharp or 
blunt edge cutters for demolition or sorting application.

Robust arms
Completely made of high 

strength and wear resistant 
Hardox® steel.

Long life frame
Made of high strength 

and wear resistant 
material.

Powerful rotation motor
For better positioning and more 

rotation torque. 
No drain line required.

Oversized pins 
And replaceable 
wear bushings.

Reversible cutters
Sharp or Blunt edge. 

The best solution for every 
application.

Strong cylinder
With extra long-stroke. 

Arms will close even when 
cutters are worn out.

Ribs or Perforated
DG-9 ~ DG-50

Single or Double Motor
DG-20A ~ DG-50

Sharp or Blunt Edge Cutters
DG-14 ~ DG-50

Model DG-1 DG-4 DG-6 DG-9 DG-14 DG-16
Excavator weight (t) 0,7 - 1,5 2,5 - 4 4 - 6 5 - 9 7 - 14 10 - 16
Weight (kg) 75 172 290 450 642 875
Capacity (l) 25 90 150 180 300 425
Working pressure (MPa) 18 - 26 18 - 26 20 - 28 22 - 32 25 - 35 25 - 35
Oil flow (l/min) 10 - 20 15 - 35 20 - 40 30 - 50 30 - 60 60 - 100
Closing force (kN) 6 15 21 32 38 48
Rotation pressure (MPa) 16 - 26 18 - 26 10 - 13 10 - 13 10 - 14 10 - 14
Rotation oil flow (l/min) 5 - 18 12 - 22 10 - 15 12 - 15 20 - 30 20 - 30
Opening width (mm) 670 1145 1355 1632 1800 1850
Height (mm) 610 800 1045 1080 1175 1235
Width (mm) 300 450 500 580 700 860

Model DG-20A DG-22 DG-25 DG-30A DG-40A DG-50
Excavator weight (t) 14 - 20 14 - 20 16 - 26 18 - 30 25 - 40 35 - 50
Weight (kg) 1250 1255 1450 1850 2050 2500
Capacity (l) 500 500 600 800 900 1100
Working pressure (MPa) 25 - 35 25 - 35 25 - 35 25 - 35 25 - 35 25 - 35
Oil flow (l/min) 60 - 100 60 - 100 60 - 100 80 - 120 80 - 120 100 - 140
Closing force (kN) 52 62 60 72 72 90
Rotation pressure (MPa) 10 - 14 10 - 14 10 - 14 10 - 14 10 - 14 10 - 16
Rotation oil flow (l/min) 20 - 30 20 - 30 20 - 30 20 - 30 20 - 30 30 - 50
Opening width (mm) 2050 2050 2160 2410 2410 2450
Height (mm) 1300 1300 1330 1485 1485 1560
Width (mm) 950 950 1115 1115 1360 1450
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